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XPOWER AP-2000XPOWER AP-2000
PORTABLE HEPA
AIR FILTRATION SYSTEM

The XPOWER AP-2000 Portable HEPA Air Filtration 
System provides high volume air exchanges required in 
abatement, dust control, and air scrubbing on large job 
sites contaminated by airborne pollutants. While 
drawing ONLY 8.5 AMPS, this lightweight Portable 
HEPA Air Scrubber produces an incredible 2000 CFM of 
air movement to efficiently remediate large spaces such 
as: hospitals, schools, arenas, gyms, conference halls, 
hotels, and any other largely occupied areas. 

• Nested Caster Stacking 
• 25 Foot Power Cord
• Easy To Service, Clean, Decontaminate
• Duct-Able 12” Exhaust Outlet 
• C-ETL Certified
• 1 Year Limited Manufacturer’s Warranty

• 8.5 Amp Draw
• 2 Speed Switch, 1000-2000 CFM
• Vacuum Pressure Gauge
• Framed HEPA Filter With Dust Control Pre-Filter
• One-Piece Roto-Molded Polyethylene Housing
• Integrated Carrying Handles

XPOWER MANUFACTURE, INC
668 S. 6TH AVENUE, CITY OF INDUSTRY, CA, 91746
PHONE: (626) 285-3301  EMAIL: INFO@XPOWER.COM WWW.XPOWER.COM

Moving the AP-2000 is made easy as it includes a 4 
caster system (assembly required). The 2 stationary and 
2 swiveling casters allow for easy horizontal 
maneuverability through any standard doorway. The 
durable polyethylene roto-molded housing features 4 
integrated carrying handles, a strap tie down point, with 
nested stacking that secures the casters during the 
transport of multiple stacked units. 

Features:



MODEL NO.
VOLTS/HERTZ
MOTOR
MAX AMP
MAX RATED AIRFLOW
SPEEDS
CORD LENGTH
STACKABLE
UNIT WEIGHT
UNIT DIMENSIONS  (LXWXH)
HOUSING
DUCT SIZE (AIR OUTLET DIMENSIONS)
DUAL THERMAL PROTECTION
PALLET QUANTITY

AP-2000
115V / 60Hz

- HP
8.5 A

2000 CFM
2 SPEED

25 ft.
Yes

112.4 Lbs.
40.2 x 29 x 32.3 in.

PE
12”
Yes

2

SPECIFICATIONSSPECIFICATIONS

HEPA + 2 Dust Filters

12” Exhaust Collar

Schools Arenas

Hotels Hospitals

Gyms Airports
Control Panel


