
NO MORE BRUSH REPLACEMENT!
XPOWER's breakthrough B-8 and B-8s Force Dryers 
with Brushless SR Motor technology offer an unrivaled 
7,000+ hour lifespan paired with powerful airflow. Fully 
control both air volume and heat with dual variable 
controls and advanced digital display – and if more 
heat is what you require, then the B-8s is the force 
dryer of choice.
 
Upgrade any XPOWER Professional Force Dryer to 
convenient hands-free styling with the newest Stand 
Mount Kit (SMK-2) and Stand Conversion Arm (SCA). 
Featuring a deluxe tilting dryer caddy, the new Stand 
Mount Kit allows  for customized horizontal and 
vertical angle adjustments.
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THE NEXT GENERATION OF
FORCED AIR DRYER

B-8 / B-8S “ELITE” BRUSHLESS
MOTOR FORCE DRYER
Unrivaled 7000+ Hour Lifespan 

New! SMK-2
Force Dryer Stand 

New! SCA Stand
Conversion Arm



SPECIFICATIONS

New! SMK-2 Force Dryer Stand 
• Multiple Angle Positions
• Spring Assisted Adjustable Height
• Wide Stable Base
• Fit all professional force dryers 

New! SCA Stand Conversion Arm
• Upgrade to Hands-Free Drying
• Compatible with all XPOWER Force Dryers
• Fit all professional force dryers

Model SMK-2 SCA
Unit Weight 8.8 lbs. 8.8 oz.
Unit Dimensions 26"x26"x53.5" 16.5"x3.2"x2.5"
Box Weight 12.1 lbs. 0.8 lbs.
Box Dimensions 28.3"x10.4"x8.5" 3.2"x2.8"x16.5"
No.of Units per Pallet 40 672

B-8 / B-8S “ELITE” BRUSHLESS MOTOR FORCE DRYER

Model B-8 B-8S
Volts/Cycle 115V/60Hz 115V/60Hz
Power 4 HP 4 HP
Motor BRUSHLESS DC BRUSHLESS DC
Max AMP 12A 15A
Rated Airflow 150CFM 150CFM
Speeds Variable Variable
Heating Element Variable Variable
Unit Weight 12.3lbs 12.3lbs 
Unit Dimensions 17.2"x6.3"x9.8" 17.2"x6.3"x9.8"
Box Weight 13.6lbs 13.6lbs 
Box Dimensions 20.5"x9.9"x10.9" 20.5"x9.9"x10.9"
Cord Length 10' 10'
Filter System  
Styling Nozzles 3 3
Housing ABS ABS
Thermal Protection  
Safety Certification ETL/CETL -
No. of Units per Pallet 56 56


